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Parts and tools needed

Packing seal exchange tool

L ranch

Spring Ring and Packing Spare screws and Edible Grease6 or 8 mm ? 
socket & Rachet



Step 1. Lift the Upper Cover. Disengage drain box from main body by lifting up off of slides. Open the front door

Step 2. Separate the door from the main body.
Unscrew top 2 screws, disconnect dispensing sensor connector. 
Disengage door by lifting it up and left.



Step 3. Unscrew 3 black screws on top of the bin cover, 2 white screws located on the back. Disconnect
the harness and separate the cover from bin.

Step 4. Loosen 2 screws that holds the UV lamp and push the lamp to the side.
Disconnect water inlet hose and put aside. Turn the AGITATOR  located inside of bin CCW.



Step 5. Loosen 3 butterfly nuts from the bottom of the bin. 
You will get three washers as well, one spring and 2 plain. 

Step 6. Lift the Bin. Make sure all connecting wires are disconnected. Shaking the bin slightly will help.



Step 8. Pull out mechanical seal located at the lower portion of the auger
Exchange installed spring with the new one.

Step 7. Once the bin is out, use the L ranch to release 3 Nuts that holds the HEAD .
Pull up the AUGER slowly to release the AUGER ASSY.

New
Φ 1.8mm

Installed
Φ 2.3mm



Step 10.

Using the tool, exchange packing from the cylinder with the new packing.

Step 9.

Add edible grease 

to the shaft.

lock

Installed Φ
45.5~45.6 mm

New Φ
45.8~45.9 mm

Assemble Mechanical seal, 
verify spring tension insert into the shaft Assure that the end of 

spring is locked on the 
Auger



Step 12. Once the auger reaches the bottom, turn it slowly until it is aligned with the driving axis. When it is aligned it should 
leave about 7 mm on top.
At this time pressing the head will feel the cushion, as in the 2nd picture.
Press the head with one hand and use the other hand to tighten three nuts. Use L ranch.
Tighten the nut enough to have spring washer pressed down but do not tighten excessively. 

Step11. Grease outer part of the Packing and place it on the cylinder with the ceramic part up.
Insert the Auger with the mechanical seal and push it down the cylinder. 

White ceramic

7mm



Step 14.
Turn AGITATOR CW inside the bin.
Assemble the top cover of the bin and connect the wires and connectors.
Screw 3 black screws on top and 2 white screws on the back of the bin.

Step13. Assemble the bin . When looked from the inside Cylinder head should be above the bin.
Use butterfly nut, spring washer and flat washer as a set. 



Step 16. Attach front panel starting from the lower pin.
Connect the dispensing control.
Screw two screws to secure the panel.

Step15. Connect water inlet hose; first the lower part than upper part. Secure the hose and lock with the red LOCK PIN.
Affix UV LAMP with the screws.

Lock pin



Step 18. If necessary, test the machine by running for 15 minutes & inspect lower bearing cage opening to insure no leaks

Step17. Secure the CONTROL BOX cover.
Close up upper cover panel and attach the drain box.

Congratulations! You are finished!


